






















































































































OPTIONS

11346     1-14-09

RUBBER STREET PAD KIT #110322

1

2

3

4

5

STANDARD FLIP-OVER 
GROUSER PAD
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OPTIONS

11347     1-14-09

	ITEM	 REQ’D	 PART NO.	 DESCRIPTION

	 1	 12	 1837	 .38” UNC Deformed Lock Nut
	 2	 2	 109350	 Rubber Grouser Pad
	 3	 12	 1514	 .38” Flat Washer
	 4	 8	 1046	 .38” UNC X 1.75” Hex Capscrew
	 5	 4	 1048	 .38” UNC X 2.25” Hex Capscrew

RUBBER STREET PAD KIT #110322
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OPTIONS

11338     1-13-09

BUCKET MOUNTS
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B
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OPTIONS

11339     1-13-09

A)	 AUGER MOUNTING KIT #111644

	ITEM	 REQ’D	 PART NO.	 DESCRIPTION

	 1	 1	 111643	 Auger Mount
	 2	 2	 21169	 Klik Pin
	 3	 1	 22255	 Pivot Pin
	 4	 1	 21694	 Swivel
	 5	 4	 1092	 .50” UNC X 2.00” Hex Capscrew (Used for attaching cradle.)
	 6	 4	 1228	 .50” UNC Hex Nut

b)	 c&p quick hitch assembly #111644

	ITEM	 REQ’D	 PART NO.	 DESCRIPTION

	 7	 1	 110971	 Quick Hitch
	 8	 8	 6355	 Bushing
	 9	 1	 57496	 Klik Pin
	 10	 1	 15491	 Pin

c)	 ipc hammer mount

	ITEM	 REQ’D	 PART NO.	 DESCRIPTION

	 11	 1	 110979	 Hammer Mount

BUCKET MOUNTS
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OPTIONS

11340     1-13-09

SPACER KITS
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OPTIONS

11341     1-13-09

A	 4” SPACER KIT #72854

	ITEM	 REQ’D	 PART NO.	 DESCRIPTION

	 1	 2	 72855	 Spacer Bracket
	 2	 4	 1231	 .75” UNC Hex Nut
	 3	 4	 1649	 .75” Hard Flat Washer
	 4	 4	 1141	 .75” UNC X 2.50” Hex Capscrew

b	 2” SPACER KIT #83781

	ITEM	 REQ’D	 PART NO.	 DESCRIPTION

	 5	 4	 87913	 Spacer Block
	 6	 8	 1649	 .75” Hard Flat Washer
	 7	 8	 1141	 .75” UNC X 3.75” Hex Capscrew

SPACER KITS
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DECALS

11352     7-7-10-2

DECAL PLACEMENT

40151

40255
4247

(If so Equipped.)

40257

4368

4271

4338

SERIAL 
TAG LOCATION

LOGO

41080

MODEL 
NUMBER

4140

40149

41081

41169

40440

4084

GENERAL INFORMATION
	 The following diagrams show the location of all the decals used on the backhoes. The 
decals are identified by their part numbers, with the reductions of the actual deals shown on 
the following pages. Use this information to order replacements for lost or damaged decals. 
Be sure to read all decals before operating the backhoe. They contain information you need to 
know for both safety and backhoe longevity.

IMPORTANT: Keep all safety decals clean and legible. Replace all missing, illegible or damaged safety decals. 
When replacing parts with safety decals attached, the safety decals must also be replaced.

REPLACING SAFETY DECALS: Clean the area of application with a nonflammable solvent, then wash the same 
area with soap and water. Allow the surface to dry. Remove the backing from the safety decal, exposing the adhe-
sive surface. Apply the safety decal to the position shown in the diagram, and smooth out any bubbles.
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DECALS

11353     1-14-09

WARNING
TO PREVENT SERIOUS INJURY

OR DEATH:
l	 Do not operate or work on this machine without 

reading and understanding Operator's Manual.
l	 Avoid unsafe operation or maintenance.
l	 Do not operate machine with guards and covers 

removed.
l	 This machine was designed to be operated by 

one operator. Do not carry passengers on unit.
l	 Before installing backhoe on your unit 
	 extend boom and dipperstick and lower bucket 

to ground.
l	 Never use backhoe as manlift.
l	 Operate backhoe control levers from operator's 

seat only.  Lower stabilizers and bucket to ground 
before leaving operator's seat.

l	 Engage boom lock and swing lock before trans-
porting backhoe.

PART #40255
WARNING! OPERATIONAL

PART #40151
WARNING! HIGH PRESSURE FLUID

PART #40149
DANGER! PINCH POINT

PART #40440
WARNING! CALL 
BEFORE YOU DIG

PART #4140
IMPORTANT

PART #41169
DANGER! BACKHOE SECURE

75629 65



DECALS

11354     1-14-09

PART #4368
OPERATING CONTROL DECAL

PART #4084
GREASE 8 HOURS

PART #4247
SWING SPEED CONTROL

PART #4338
MADE IN USA

NOTE: CONTACT YOUR LOCAL DEALER FOR MODEL 
NUMBER AND LOGO DECALS.

IMPORTANT
TO PREVENT BACKHOE DAMAGE:

	 DO NOT ATTACH TOW CHAIN TO 
DIPPER OR BUCKET.  

	 DO NOT REPEATEDLY SLAM 
SWING POST INTO SWING STOPS. 

PREPARATION
FOR STORAGE

LUBRICATE ALL GREASE POINTS.  
LEAVE AS MANY CYLINDERS IN 
CLOSED POSITION AS POSSIBLE.  
COVER ALL EXPOSED CYLINDER 
RODS WITH A LIGHT COAT OF 
GREASE. #40257

PART #40257
IMPORTANT

SERVICE INFORMATION	 4271

THIS IS AN INLINE 90 MICRON SINTERED BRONZE 
FILTER.  IF PLUGGED OR PARTIALLY FILLED IT WILL 
REDUCE BACKHOE PERFORMANCE.  REMOVE 
AND WASH OUT REGULARLY.  REPLACE ELEMENT 
#45689 IF DIFFICULT TO BLOW THROUGH AFTER 
WASHING.  SEE FULL INSTRUCTIONS IN THE OWN-
ERS MANUAL.

PART #4271
inline filter

PART #41081
SWING LOCK

PART #41080
BOOM LOCK
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